
Nozzle Type Vacuum 
& Gas Flushing Packing Machine 



Introduction

Intrise Co., Ltd is a manufacturer of nozzle type
vacuum packaging machine over the world.

Having a foreign corporation in Japan and many
distributors worldwide, Intrise exports to more
than 30 countries including Europe (Germany, UK,
France, Finland, Sweden, Netherlands, Slovakia,
Russia, Swiss, etc), America (USA, Canada, etc),
and Asia (Japan, China, Singapore, Malaysia,
Indonesia, etc).Oceania(New Zealand, Australia )
and Middle East. 

Intrise is a company with cutting edge technology,
manufacturing products based on precise and
aggressive drawing system using 3D graphics and
with engineers with wide experience in related
fields.

w w w . a i r z e r o . c o . k r w w w . i n t r i s e . c o . k r

Intrise is a reliable company both quality wise and
business wise. The company has been chosen as
Small & Medium Business Export Prospect,
Venture Company, Inno-Biz Company, and
Corporation Research Center by the government
and various institutions. 

Corporation Research Center continues R&D to
improve the functions and quality of the product. 

1



Hot-wire : Single or Up & Low 
Sealing length : 450, 600, 800mm
Printer type : Prints manufactured date and

expiry date
Vacuum pump : Ejecotor, Oil pump , Oilless

pump  (selectable)
Controller : Normal type/Mode type

(Max. 19 types) 
Filter type : General, powder, liquid type filter

(selectable)
Long nozzle : Adjusting nozzle length possible

Max.(100mm from the sealing
bar)

1 ph/3ph, 220/110V, 50/60Hz
Air cleaner : Cleaning inside vacuum line by

blowing out any particle with
compressed air.

AZ-Series

Options

AZ-450E
- Compact design for the desk use
- Weight : 30kg
- Suitable in small work spack 

AZ-450ES
- Stand attached type
- Weight : 60kg
- Superior mobility using the caster attached

to the stand

AZA-450ES
- Upper body’s angle control type

(0~45° by handle)
- Weight : 65kg
- Recommended for liquid/grain packaging

AZH-450ES
- Work tray’s height control type

(150mm from the sealing bar by handle) 
- Weight : 75kg
- Recommended for packaging products with

various height (150mm)

Packaging
process

Preparation

Vacuum

Gas Flushing

Sealing 2



- Vertical type used to pack Large & Heavy products
- Weight : 120kg
- Sealing length : 600, 800, 1000, 1200 or more (customized)
- Long nozzle included
- (Upper body) movable up/down using the motor
- Option : Bag gripper 

AZV-Series

- The sealing parts continue hot all the time during machine's operation
- Suitable in the case of very thick or gusset type of bag or the case that fast

sealing is needed ( Hot jaw type needs no cooling time ) 
- Weight : 40kg
- Sealing length : 400, 600
- Sealing width : 10, 15mm
- Safety cover attached

AZJ-Series
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Controller

Time/VAC

Input LED

Counter

Output LED

Mode
V : vacuum
G1 : gas 1
G2 : gas 2
S : sealing

Nozzle type vs Chamber type

Control Switch

[ V / T ] : Select between to do vacuum procedure by time
setting or vacuum degree setting.

[Mode] : Selection of the type of work. 
[Time] : Adjustment of work time with [Up] and [Down]

button.
[Stop] : To make the machine restores to the original

state.
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Nozzle type Chamber type
Vacuum speed Fast Slow
The size limit of Little restricted Restrictedpacked goods
Neat lineup of

Easy Difficultpacked goods
Vacuum It can make same vacuum 
degree degree regardless change Difficult
control of packed goods’size 

It can flush gas inside the
Gas flushing packing bag from just lightly It cannot but flush inside

degree control to being swelled up as the bag just lightly
user pleases

Fitness for Suitable with use of ejector Not suitable due to use of 
clean-room vacuum not generating dust oil-pump generating

much dust
Not safe giving shock to

Safety from
packed goods due to

shock
Safe vacuum method using

difference of momentary
atmospheric pressure



Prevents corrosion, humidity, static electricity. Removes particles.
Sterilization effects. Reduces distribution cost. Easy to store
Extends expiration date, maintains freshness, taste, and flavor
Increases the brand image with its visual

Purpose of vacuum packaging

1. Connect a compressed air line to the regulator
2. Connect a gas line to the gas Cock  
3. Connect the foot-switch
4. Connect the power cord
5. Push the NFB up
6. Set each value on the control box adequately for

the packed product

NFB

Foot Switch 
Power

Installation instruction

Vacuum packaging fields

Electrical & IC fields, semiconductors, optical instruments
(OPTIC-NANO), machine parts, telecommunications
(cellular phone), medical (includes pharmaceuticals), fibers,
stationary, presents, foods (various food products), other
various fields (military, research, distribution, service,
books, etc)
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Exporting markets

PE

NY+PE+L-LDPE

PET+PE+AL+PE+L-LDPE

ANTISTATIC

Control Box 

Gas Cock 

Regulator

Vacuum packing bag 

Main Office : Korea
Corporation : Japan
Branch office (includes scheduled) : China, Europe, USA,
India, Brazil, etc
Agents : Korea, Japan, Germany, USA, UK, France,
Sweden, Finland, China, India, Singapore, Malaysia,
Philippines, Indonesia, Australia, New Zealand, etc
Purpose of corporation and branch office is to support the
agents
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Chosen as Venture
Company

Chosen as Innovative
Business (INNOBIZ)

Chosen as Small &
Medium Business
Export Prospect

Chosen as Export
Corporation Business

Corporation Research
Center Certification

Clean Business
Environment
Certification

ISO 9001:2000 ISO 14001:2004 CE 

NRTL Korea Electrlcal
Safety Certification

Utilty Model
Certification

Certificates

Designations & Selections

S p e c i a l i z i n g  i n  n o z z l e  t y p e  v a c u u
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The basic features of NOZZLE type

1.   Control vacuum process by vacuum degree or time with
built-in vacuum sensor 

2.   1st and 2nd vacuum degree or time can be set differently
3.   Indicator of operation and condition of machine(LCD, LED)

for easy check up 
4.   Digital control box separable from the body      
5.   Stainless steel structure
6. Safety sensor to make sealing bar return immediately to

the original state when any alien substance get caught in
7.   Digital counter function
8.   Circuit-protection fuses 
9.   Pneumatic method for powerful sealing and low electricity

consumption
10. Program Memory Function (option)- Memorizing various

work forms combined with vacuum, gas flushing and
sealing respectively

m  p a c k a g i n g  I n t r i s e C o . ,  L t d .  

1. To vacuum directly the inside of packing bag by using
nozzle   

- Speedy work process
- Available for any size of goods
- No damage from the momentary disparity of

atmosphere pressure          
2.   Various function 

- Sealing, Vacuum , Gas flushing, Multi vacuum and
gas flushing

3.   Easy and sensitive control over vacuum degree and
gas degree

- Low vacuum degree ( Minimum 5 ~6 kpa ) available
4. The packed shape of goods is controlled as worker

pleases.
- Goods is available to line up 

The special features of AIRZERO
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641, Seoheung Technovally, 731-4,
Wonsi-dong, Ansan-si, Gyeonggi-do, South Korea
Tel : +82-31-508-9500~4     Fax : +82-31-508-9506
E-mail : airzero@airzero.co.kr, intrise@intrise.co.kr
Web site : www.airzero.co.kr, www.intrise.co.kr

www.airzero.co.jp, www.airzero.cn
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